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We are committed, reliable and proud of where we stand as a brand in todayôscompetitive market
place and we are a company that leads the way for the rest of the industry. This is why at Lokozo we
are committed to the environment and supporting green initiatives.

Any small contribution, that you make, will have a positive impact on our future. At Lokozo our
commitment to the environment is demonstrated in the vast range of energy efficient solutions and
products ,we offer to enhance your home, office or factory and save your money.

Pleasedo visit our website (www.lokozo.com) or contact us (info@lokozo.com) for more information.

Save energy with Lokozo LED lighting solutionéé

Thank You
Lokozo Technologies Private Limited 

ñThe true value of a product resides not in what it is, but in what it does. What is important 
is not the price of the bulb, but that of the light.ò

Thomas Edison

ABOUTUS
Lokozo is an innovative Indian group that designs and markets solutions based on its LED Light
technology expertise and is consolidating the lighting market through technology build-up.

OURVISION
The LED revolution created a usage value that goes way beyond lighting itself to authorize an
unlimited number of applications, allowing agile players to create very significant value.

OURMISSION
To provide lighting solutions, offering high value to demanding customers throughout the world.

http://www.lokozo.com/
mailto:info@lokozo.com


HB-COB
LED HIGH BAY LIGHT

ALTAIR
LED BAY LIGHT

SPICA
LED BAY LIGHT

PART NO. POWER (WATT) BEAM ANGLE

HB-COB-Z-50 50W 30°/60°/120°

HB-COB-Z-100 100W 30°/60°/120°

HB-COB-Z-150 150W 30°/60°/120°

HB-COB-Z-200 200W 30°/60°/120°

HB-COB-Z-250 250W 30°/60°/120°

PART NO POWER (WATT) BEAM ANGLE

ALTAIR-Z-75 75W 30°/60°/120°

ALTAIR-Z-100 100W 30°/60°/120°

ALTAIR-Z-150 150W 30°/60°/120°

ALTAIR-Z-180 180W 30°/60°/120°

PART NO POWER (WATT) BEAM ANGLE

SPICA-Z-100 100W 30°/60°/120°

SPICA-Z-150 150W 30°/60°/120°

SPICA-Z-200 200W 30°/60°/120°

SPICA-Z-250 250W 30°/60°/120°

SPICA-Z-350 350W 30°/60°/120°

SPICA-Z-400 400W 30°/60°/120°

SPICA-Z-800 800W 30°/60°/120°

SPICA-Z-1000 1000W 30°/60°/120°

LED 
Bay Lights

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature 3000Kto 6500K

Color Rendering Index >80

PF >0.9

Finishing Color Matt White / Silver

Driver Integrated (Yes/No) Yes

LED Used OSRAM/ Seoul / CREE 

Life Cycle 10 Years

Lokozo LED Bay Lights are suitable for industrial
application including manufacturingplants and any
other shopfloors. LokozoBaylights are sturdy, long
lasting,compactand elegantdesign,suitableto give
with a rangeof reflectorstypesandattachments, the
right solution for low and high bay lighting
requirement.

PART NO. POWER (WATT) BEAM ANGLE

CROMA-Z-150 150W 30°/60°/120°

CROMA-Z-200 200W 30°/60°/120°

CROMA-Z-250 250W 30°/60°/120°

CROMA-Z-400 400W 30°/60°/120°

CROMA
DIFFUSED LED HIGH BAY LIGHT

IP65

110 lm/W

IP65

110 lm/W

IP65

110 lm/W

80 lm/W

IP65



LED 
Flood Light

FLD
LED FLOOD LIGHT

IP65

110 lm/W

IP65

110 lm/W

SPICA
LED FLOOD LIGHT

PART NO. POWER (WATT) BEAM ANGLE

FLD-20 20W 30°/60°/120°

FLD-50 50W 30°/60°/120°

FLD-100 100W 30°/60°/120°

FLD-150 150W 30°/60°/120°

PART NO POWER (WATT) BEAM ANGLE

CANOPUS-Z-100 100W 30°/60°/120°

CANOPUS-Z-150 150W 30°/60°/120°

CANOPUS-Z-200 200W 30°/60°/120°

CANOPUS-Z-350 350W 30°/60°/120°

CANOPUS-Z-400 400W 30°/60°/120°

CANOPUS-Z-800 800W 30°/60°/120°

CANOPUS-Z-1000 1000W 30°/60°/120°

PART NO POWER (WATT) BEAM ANGLE

SPICA-Z-100 100W 30°/60°/120°

SPICA-Z-150 150W 30°/60°/120°

SPICA-Z-200 200W 30°/60°/120°

SPICA-Z-250 250W 30°/60°/120°

SPICA-Z-350 350W 30°/60°/120°

SPICA-Z-400 400W 30°/60°/120°

SPICA-Z-800 800W 30°/60°/120°

SPICA-Z-1000 1000W 30°/60°/120°

110 lm/W

CANOPUS
LED FLOOD LIGHT

IP65

LED Flood Light luminaries are suitable for
generalpurposearealighting,HighMastLighting,
Sports Lighting. It delivers significant energy
savings compared to conventional floodlights.
With a choiceof symmetricor asymmetricbeam
and of colour temperature,aswell asa universal
mounting bracket for easy angle adjustment,
flexibility in applicationisassured.

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature 3000Kto 6500K

Color Rendering Index >80

PF >0.9

Driver Integrated (Yes/No) Yes

LED Used OSRAM / Seoul / CREE 

Life Cycle 10 Years

CANIS
LED SPORTS LIGHT

IP65

110 lm/W

PART NO. POWER (WATT) BEAM ANGLE

CANIS-100 100W 30°/60°/120°

CANIS-150 150W 30°/60°/120°

CANIS-200 200W 30°/60°/120°

CANIS-400 400W 30°/60°/120°



LED 
Special Industrial Area Light
LEDWell Glassluminaire is an affordable LED
lighting fixture that combines reliability and
goodlight distribution

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature 3000Kto 6500K

Color Rendering Index >80

PF >0.9

Driver Integrated (Yes/No) Yes

LED Used OSRAM/ Seoul / CREE 

Life Cycle 10 Years

IP54

110 lm/W

CASTOR
LED WELL GLASS LIGHT

PART NO POWER (WATT) BEAM ANGLE

CASTOR-Z-30 30W 60°/120°

CASTOR-Z-50 50W 60°/120°

CASTOR-Z-80 80W 60°/120°

IP65

110 lm/W

PART NO. POWER (WATT) BEAM ANGLE

CAPELLA-Z-80 80 60°/120°

CAPELLA-Z-100 100 60°/120°

CAPELLA-Z-120 120 60°/120°

CAPELLA-Z-150 150 60°/120°

CAPELLA-Z-200 200 60°/120°

CAPELLA
LED WELL GLASS LIGHT

IP65

110 lm/W

IP65

110 lm/W

NEO
LED CANOPY LIGHT

PART NO. POWER (WATT) BEAM ANGLE

NEO-Z-30 30W
30°/60°/120°

NEO-Z-50 50W 30°/60°/120°

NEO-Z-80 80W 30°/60°/120°

PART NO. POWER (WATT) BEAM ANGLE

ATRIA-Z-50 50 30°/60°/120°

ATRIA-Z-75 75 30°/60°/120°

ATRIA-Z-100 100 30°/60°/120°

ATRIA
LED CANOPY LIGHT



LED 
Street Light

NEON
LED STREET LIGHT

LYRA-S
LED SOLAR STREET LIGHT

LYRA-Z
LED STREET LIGHT

IP65

80 lm/W

IP65

110 lm/W

IP65

110 lm/W

IP65

80 lm/W

LIBRA
LED STREET LIGHT

PART NO. POWER (WATT) BEAM ANGLE

NEON-Z-120 120W 120º or 75º/135º

NEON-Z-150 150W 120º or 75º/135º 

NEON-Z-200 200W 120º or 75º/135º 

NEON-Z-250 250W 120º or 75º/135º 

PART NO. POWER (WATT) BEAM ANGLE

LIBRA-Z-30 30 120º

LIBRA-Z-50 50 120º

PART NO POWER (WATT) BATTERY

LYRA-S-9-25 9W-25W 12V

LYRA-S-30-60 30W-60W 12V

LYRA-S-65 65W 24V

LYRA-S-75 75W 24V

LYRA-S-80 80W 24V

LYRA-S-90 90W 24V

LYRA-S-100 100W 24V

PART NO POWER (WATT) BEAM ANGLE
LYRA-Z-9-25 9W-25W 120º

LYRA-Z-30-60 30W-60W 120º

LYRA-Z-65 65W 120º

LYRA-Z-75 75W 120º

LYRA-Z-80 80W 120º

LYRA-Z-90 90W 120º

LYRA-Z-100 100W 120º

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature 3000K to6500K

Color Rendering Index >80

PF >0.9

Driver Integrated (Yes/No) Yes

LED Used OSRAM/ Seoul / CREE 

Life Cycle 10 Years

Lokozostreet light fixtures enhanceillumination
alongcity streetswhile providingsavingthrough
increased energy efficiency, decreased
maintenanceneedsandlongerrated lifetimes.
LED Solar Street Lights also include the
technologyof obtainingusableenergyfrom sun
usingsolarpanelsandchargingthe battery.



LED 
Down Lighter

PART NO. POWER (WATT)BEAM ANGLE

NINO-Z-40-2x2 40 120º

NINO-Z-60-2x2 60 120º

NINO-Z-80-2x4 80 120º

NINO-Z-60-1x4 60 120º

NINO
LED RECESSED TROFFER

PART NO POWER (WATT) BEAM ANGLE

ORBIT-Z-R/S-5 5 120º

ORBIT-Z-R/S-15 15 120º

ORBIT-Z-R/S-18 18 120º

ORBIT-Z-R/S-22 22 120º

ORBIT-Z-R/S-30 30 120º

ORBIT 
LED SLIM SURFACE DOWNLIGHTER

PART NO POWER (WATT) BEAM ANGLE

NIYAT-Z-R/S-5 5 120º

NIYAT-Z-R/S-15 15 120º

NIYAT-Z-R/S-18 18 120º

NIYAT-Z-R/S-22 22 120º

NIYAT-Z-R/S-30 30 120º

NIYAT 
LED SLIM PANEL DOWNLIGHTER

PART NO. POWER (WATT)BEAM ANGLE

AIN-Z-40-2x2 40 120º

AIN-Z-60-2x2 60 120º

AIN-Z-80-2x4 80 120º

AIN-Z-60-1x4 60 120º

AIN 
LED RECESSED TROFFER

IP32

80 lm/W

IP32

80 lm/W

IP32

80 lm/W

IP32

80 lm/W

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature 3000Kto 6500K

Color Rendering Index >80

PF >0.9

Driver Integrated (Yes/No) Yes

LED Used OSRAM/ Seoul / CREE 

Life Cycle 5 Years

LED Down Lighter is designed to replace the
inefficient conventional downlights. It offers a
comprehensive solution to most domestic and
commercialapplication with its high performance
andsuperiorlumenoutput .
LEDRecessedTroffer combininghigh efficiencyand
high quality light in a performance and value
optimizedpackage.



LED 
Batten Lights

PART NO. POWER (WATT) BEAM ANGLE

POLLUX-Z-5-1FT 5 120º

POLLUX-Z-15-2FT 15 120º

POLLUX-Z-20-4FT 20 120º

POLLUX-Z-25-4FT 25 120º

POLLUX
LED BATTEN LIGHT

PART NO POWER (WATT) BEAM ANGLE

RFT-Z-18 18 120º

RFT-Z-20 20 120º

RFT-Z-24 24 120º

RFT 
LED SLIM BATTEN LIGHT

PART NO POWER (WATT) BEAM ANGLE

ALKES-Z-36 36 120º

ALKES-Z-54 54 120º

ALKES-Z-75 75 120º

ALKES 
LED BATTEN LIGHT

IP32

80 lm/W

IP54

120 lm/W

IP32

80 lm/W

IP32

80 lm/W

PART NO. POWER (WATT) BEAM ANGLE

CAS-Z-30 30 120º

CAS-Z-40 40 120º

CAS-Z-50 50 120º

CAS-Z-60 60 120º

CAS-Z-80 80 120º

CAS-Z-100 100 120º

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature 3000K to 6500K

Color Rendering Index >80

PF >0.9

Driver Integrated (Yes/No) Yes

LED Used OSRAM/ Seoul / CREE 

Life Cycle 10 Years

LED Batten Light are designed to open up new
possibilitiesfor the useof longlasting,controllable,low
maintenanceLEDsolutions in commercial,retail and
other applicationswhere the quality of light is critical
to the customer experience. Batten Light, Ψ/!{Ωis
suitablefor indoor sportsLightingapplicationalso.

CAS 
LED BATTEN LIGHT



LED
Underwater & Fishing Light

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature 3000Kto 6500K

Color Rendering Index >80

PF >0.9

Driver Integrated (Yes/No) Yes

LED Used OSRAM/ Seoul / CREE 

Life Cycle 5 Years

LEDUnderwaterlights are for swimmingpool, water
fountain and any other water entertainment areas.
Lampsare wall/floor mounted, fully filled with resin,
completelywaterproof.

ORLY
LED UNDER WATER LIGHT

IP68

80 lm/W

IP68

80 lm/W

PART NO POWER (WATT) COLOR

STELLA-Z-100 100 GREEN/WHITE

STELLA-Z-250 250 GREEN/WHITE

STELLA-Z-500 500 GREEN/WHITE

STELLA-Z-1000 1000 GREEN/WHITE

STELLA-Z-1500 1500 GREEN/WHITE

STELLA-Z-2500 2500 GREEN/WHITE

PART NO POWER (WATT) INPUT COLOR

ORLY-S-10 10 12VAC CW/WW/R/G/B

ORLY-S-20 20 12VAC CW/WW/R/G/B

ORLY-S-30 30 12VAC CW/WW/R/G/B

ORLY-S-50 50 24VAC CW/WW/R/G/B

ORLY-S-100
100 24VAC CW/WW/R/G/B

STELLA-Z
LED UNDERWATER FISHING LIGHT

SPLASH
LED  UNDERWATER FOUNTAIN LIGHT

IP68

80 lm/W

PART NO POWER (WATT) COLOR

SPLASH-S-6 6 CW/WW/R/G/B

SPLASH-S-12 12 CW/WW/R/G/B

SPLASH-S-15 15 CW/WW/R/G/B

SPLASH-S-25 25 CW/WW/R/G/B

EILY
UNDERWATER RGB LIGHT

IP68

80 lm/W

PART NO POWER (WATT) BEAM ANGLE

EILY-ZNW1X2-30 30 10º

EILY-ZNW1X2-50 50 50º



LED 
Bollard Lights

ODORA 
LED BOLLARD LIGHT

CROCUS
LED BOLLARD LIGHT

TULIP
LED BOLLARD  LIGHT

IP65

80 lm/W

IP65

80 lm/W

IP65

80 lm/W

IP65

80 lm/W

ATLAS
LED BOLLARD LIGHT

PART NO. POWER (WATT) HEIGHT

ODORA-Z-10-2 10 2 FT

ODORA-Z-15-3 15 3 FT

ODORA-Z-18-4 18 4 FT

ODORA-Z-25-5 25 5 FT

PART NO. POWER (WATT) HEIGHT

TULIP-Z-5-1 5 1 FT

TULIP-Z-10-1 10 1 FT

TULIP-Z-18-2 18 2 FT

TULIP-Z-18-3 18 3 FT

PART NO. POWER (WATT) HEIGHT

CROCUS-Z-5-1 5 1 FT

CROCUS-Z-10-1 10 1 FT

CROCUS-Z-18-2 18 2 FT

CROCUS-Z-18-3 18 3 FT

PART NO POWER (WATT) HEIGHT

ATLAS-Z-10-1 10 1 Ft

ATLAS-Z-15-2 15 2 Ft

ATLAS-Z-20-3 20 3 Ft

ATLAS-Z-20-4 20 4 Ft

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature 3000K to 6500K

Color Rendering Index >80

PF >0.9

Driver Integrated (Yes/No) Yes

LED Used OSRAM/ Seoul / CREE 

Life Cycle 10 Years

LokozoLEDBollard Lightsare a modern bollard
rangeof light, ideal for amenity lighting for both
commercialanddomesticapplications. LEDBollard
Lights are available with cool white and warm
white LEDs.



LED
Architectural Lights

IRIS
LED ARCHITECTURAL LIGHT

IP65

80 lm/W

IP65

80 lm/W

LEVO
LED ARCHITECTURAL LIGHT

PART NO POWER (WATT)

LEVO-Z-5 5

LEVO-Z-10 10

LEVO-Z-15 15

LEVO-Z-20 20

IRIS-1
100mm Diameter

IRIS-2
150mmx200mm

PART NO POWER (WATT)

IRIS-1-Z-5 5

IRIS-2-Z-5 5

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature3000Kto 6500K

Color Rendering Index >80

PF >0.9

Driver Integrated (Yes/No) Yes

LED Used OSRAM/ Seoul / CREE 

Life Cycle 10 Years

LED Architectural lights use high power LED as
lighting source with high brightness,high thermal
conductivity, goodheat-radiation, smalllight decay,
pure light , no ghosting, stable performance and
qualityadvantages.
Eco-friendly and energy-saving , dust proof, no
radiation and emitting heat , no mercury , lead and
other pollution elements.

IP65

80 lm/W

ECO-S
LED SOLAR POST TOP LIGHT

PART NO POWER (WATT)BATTERY (AH)SOLAR PANEL

ECO-S-9 9 7.2 10Wp

ECO-S-12 12 15 15Wp

LENE
LED SPIKE LIGHT

IP65

80 lm/W

PART NO POWER (WATT)BEAM ANGLE

LENE-Z-5 5 30º

LENE-Z-10 10 40º

LENE-Z-5 5 30º

LENE-Z-10 10 40º



LED 
Full Spectrum Grow Light

GL-CANOPUS
LED GROW LIGHT

IP54

80 lm/W

IP54

80 lm/W

IP54

90 lm/W

IP54

90 lm/W

GL-ALTAIR
LED GROW LIGHT

PART NO POWER (WATT)

CAS-GL-50 50W

CAS-GL-100 100W

CAS-GL-150 150W

CAS-GL-200 200W

PART NO POWER (WATT)

ALTAIR-GL-60 60W

ALTAIR-GL-100 100W

ALTAIR-GL-150 150W

ALTAIR-GL-200 200W

PART NO POWER (WATT)

SPICA-GL-200 200W

SPICA-GL-400 400W

SPICA-GL-600 600W

SPICA-GL-800 800W

SPICA-GL-1000 1000W

PART NO POWER (WATT)

CANOPUS-GL-200 200W

CANOPUS-GL-400 400W

CANOPUS-GL-600 600W

CANOPUS-GL-800 800W

CANOPUS-GL-1000 1000W

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature 3000K to 6000K

Color Rendering Index >80

PF >0.9

Driver Integrated (Yes/No) Yes

LED Used OSRAM/ Seoul / CREE 

Life Cycle 10 Years

LEDGrow light is an artificial light source,generally
an electric light, designedto stimulateplant growth
by emitting an electromagnetic spectrum
appropriatefor photosynthesis. Growlight are used
in applicationwhere no naturally occurringlight is
availableor wheresupplementallight is required.

GL-CAS
LED GROW LIGHT

GL-SPICA
LED GROW LIGHT



LED 
Lights With Integrated Battery

NOVA
LED EMERGENCY LIGHT

IP54

110 lm/W

IP54

PART NO POWER (Watt) BACKUP (Hour)

NOVA-Z-20 10x2 2

NOVA-Z-30 15X2 1

PART NO POWER (Watt) BACKUP (Hour)

VISION-Z-6 6 8

VISION-Z-12 12 6

TECHNICAL SPECIFICATIONS

On/Off Cycles: 50000 hrs

Correlated Color Temperature3000Kto 6500K

Color Rendering Index >80

Driver Integrated (Yes/No) Yes

LED Used OSRAM / Seoul / CREE 

IP54

110 lm/W

ABHA
LED SOLAR LANTERN

PART NO POWER (Watt) BACKUP (Hour)

ABHA-S-3 3 8

ABHA-S-5 5 8

LEDEmergencylight is a battery backedlightingdevice
that switches on automatically when a building
experiencesa poweroutage.

IP65

110 lm/W

GENTREX
INTEGRATED SOLAR STREET LIGHT

PART NO POWER (Watt) BACKUP (hour)

GENTREX-9 9 14

GENTREX-12 12 14

GENTREX-15 15 14

VISION
LED EXIT LIGHT

LEDEmergencylight isabatterybackedlightingdevicethat switches
onautomaticallywhenabuildingexperiencesapoweroutage.

LEDEmergencyExitLightingproducts
are used in many commercialand
industrial lighting applications, as
well as some residential properties
suchasapartmentbuildings.



LYRA-S 
STANDALONE LED SOLAR STREET LIGHT

Unique Features:
Automatic ON/OFF control system.
Automatic Dimming Control system

PART NO
Luminary Rating 

(W)
Autonomy (No of 

Days)
Pole Height 

(Meter)
Battery Capacity 

(Ah)
Solar Panel 

(Wp)
LYRA-S-9W 9 2 3.5 30 30

LYRA-S-12W 12 2 3.5 30 30

LYRA-S-15W 15 2 4 30 40

LYRA-S-20W 20 2 4 40 40

LYRA-S-25W 25 2 4.5 40 45

LYRA-S-35W 35 2 4.5 50 75

LYRA-S-40W 40 2 5 75 100

LYRA-S-50W 50 2 6 100 150

LYRA-S-80W 80 2 6 150 200

Luminaries 
System voltage:12V Stand Alone Street Light
Dimming facility: Programmable dimming with micro-controller 
included with this feature almost 50% Energy can be saved. 
Battery backup can be increased up to 2 days Increase the 
Battery life 
Housing: IP 65 Aluminum die-cast housing 
Luminaries fixing arm: Powder coated 
Dimming : After 6 Hours Light will automatically dim to 50% 
Wattage save battery 
Approved makes: MNRE CHANNEL PARTNER

Solar panel 
Capacity: Please refer the below table
Solar cells: Crystalline silicon cells 
Solar cell efficiency: min 14.5% 
Junction box: IP 65  
Panel Mounting structure: Flexible to tilt to any angle at 
site  
Approved makes: MNRE CHANNEL PARTNER

System Requirements 
Duty cycle: Dusk-to-dawn automatic switch on / off 
System protections: 
Overcharge protection for battery 
Deep discharge protection for battery 
Reverse polarity protection for panel and battery    
Temperature compensated charging for battery 
Approved makes: MNRE CHANNEL PARTNER

Charge Controller 
Type: Constant Current Constant Voltage (micro 
processor based) 
Rating :12V, 10A / 20A rating 
9ŦŦƛŎƛŜƴŎȅ җфп҈ 
No load current: Less than 10 mA 
Enclosure: IP 65 
Approved makes: MNRE CHANNEL PARTNER

Battery and Battery box
Capacity: Please refer the below table
Type: Tubular battery (EXIDE Battery, Southern Battery) 
Permitted depth of discharge: 75% 
Battery back-up: 2 days with Dimming feature
Battery box material & protection: Pre-coated 
Galvanized sheet of > 2mm thick 
Battery box Protection: Powder-coating of 60 micron 
thickness 
Approved makes: MNRE CHANNEL PARTNER



POLE 
For Street and Sports Lights
Wemanufactureswagedpolesfrom 5 metersto 16 meters(height)that find applicationin StreetLighting,Telecom
AerialCabling,PowerDistributionlinesandSignboards,amongothers.

Key benefits :
a) Fireproof,immune to insect infestationand no pole
rot
b) Weighs 50-70% less than comparable concrete
structures
c)Customization
d) Elongationςup to 85%with no shrinkage
e)Freeof copperwire grounding
f) Fullyrecyclableandnon-toxic
g)Steelpipesmanufacturesasper ASTMspecification
h) Capableof galvanizingall sizesof polesin SingleDip


